
Merlin 2 Software History
Page #1 of 6

Marker, TMP6100, TMP6100E, TMP1700, TMP3200

Software Item: 41184





Current Revision: V2.27
History

V1.00 - 7/24/02 
Initial Release
V1.10 - 8/15/02

Feature Changes:
· Added the option of having the jog screens provide a method for moving to the specified location (e.g. anchor, park).

· Modified the X/Y axis parameters for the TMP6100 and TMP6100E to more closely match the TMP6100/400

V1.20 - 11/12/02

Feature Changes:
· Now using pin files for the available pin types

Bug Fixes:

· Fixed a bug that caused the character width/pitch to change when moving text based objects around the visual window with the arrow keys.

· Fixed a bug that caused single pixels (e.g. period) in a text string to not be rotated properly with the other text

NOTE: Telesis Control Dependencies


HOST.OCX v3.1


TMP6K090.OCX v3.0


TMP17090.OCX v3.0


TMP6KE090.OCX v3.1

V1.30 - 01/22/03

Feature Changes:
· Added the TMP3200 head selection

· Added the ability to setup a custom Z and/or Theta axis

Bug Fixes:

· Fixed a bug in displaying multiple pattern S/N values that increment after each field.  In the previous version the S/N displayed would be bumped for any text based field, not just the ones containing the S/N.

· Fixed a bug that would cause a S/N that incremented between fields to be incremented in the preview window.

· Fixed a bug that caused the Print Count and S/N files to fail when being read if the pattern file did not reside in the default pattern directory.

NOTE: Telesis Control Dependencies


HOST.OCX v3.2


TMP6K090.OCX v4.1


TMP17090.OCX v4.1


TMP6KE090.OCX v4.1


TMP3K090.OCX v4.1

V1.31 - 5/19/03

Bug Fixes:
· Fixed a bug in the Setup Theta method that prevented the advanced properties from being exchanged properly with the property page for the standard (5" chuck) theta drive unit.

· Fixed a bug that would prevent pattern instructions from being displayed when pattern was loaded if the pattern was not stored in the default pattern path.  This could also potentially have affected the pattern print count and serial number.

· Fixed a bug in three-point arc text that affected moving the text in the visual view with the arrow keys that had a horizontal justification other that "left".  The text justification with the anchor point would be wrong after the move.

NOTE: Telesis Control Dependencies


HOST.OCX v3.2


TMP6K090.OCX v4.2


TMP17090.OCX v4.2


TMP6KE090.OCX v4.2


TMP3K090.OCX v4.2

V1.32 - 8/18/03

Bug Fixes:
· Modified the marker controls to handle a "USB Disconnect" during a print cycle just like when the machine is idle.  A change was made to the controller to force a, disconnect whenever the CPU board was reset for idle and marking conditions as well. In this version either resetting the controller or powering down the controller should be detected by the control and inform the container whether the marker is idle or printing.

· Modified the Programmable Protocol Host interface to allow multiple messages to be sent down one right after the other (e.g. multiple messages in a single bar code).

· Fixed a bug that prevented a startup pattern from parking after the machine started up online (if the park after pattern load option is enabled)

· Command tools (GOTO, PAUSE, INPUT, OUTPUT and MACHINE) are no longer added as a template objects if the default tool print mode is template.  Since the print mode is not in the editor for these tools, there was no way to set it back to a printable object like it should always be.

NOTE: Telesis Control Dependencies


HOST.OCX v3.2


TMP6K090.OCX v4.3


TMP17090.OCX v4.3


TMP6KE090.OCX v4.3


TMP3K090.OCX v4.3

V1.40 - 3/1/04

Feature Changes:
· Added the "Drop Pin" feature to the TMP6100 marking head selection

Bug Fixes:

· Fixed a bug in the TMP6100E that was introduced in v1.32 in the autosense Z-axis

· Fixed a bug in the DXF file import feature for a block that now allows a rotation angle to be specified for a text tool.
· Fixed a Preposition bug that caused the marker/auxiliary axes to move to positions other than that of the first printable tool

· Now preventing arc text from "wrapping" beyond 360 degrees

Version 1.41 - 3/10/04

Bug Fix:
· Fixed a bug in the TMP6100E that would cause the system to lock up when pulsing the pin

Version 1.50 - 12/21/04

Feature Changes:

· Added new pin equations for the TMP3200 with larger diameter tubing.  New head type   added: TMP3200A to accommodate the new pin equations.

· Added 150SA Pin type to the TMP6100 pin selections

· Added the Serial Tool to send info (and receive) out a serial port.  Message to send out   is programmable and can include parse flags including the "%##= parse flag to echo   what is being printed.

· Added the "Caps" selection to user text to force all operator entered text to uppercase

Bug Fixes:

· Fixed a bug when home before print is selected not to perform the homing operation if   the print cannot be performed (Like user text requires data etc...)

· Fixed a preposition bug for 3-Point ArcText.

· Fixed a bug where the S/N, Count Fields were not always being saved in the same directory as the pattern.

· Fixed a bug where the EncodeMatrix function could not handle an empty text string.

· Fixed a bug where the Ready output was not being updated correctly after a pattern load.

· Fixed a bug in loading 3-point method arc/arctext tools that were created in the 16-bit Merlin package, which would convert them to radius method arc/arctext tools.
· Corrected problems in the "Custom Z" and "Custom Theta" axis selections that would prevent some of the custom properties from being used properly

V1.60 - 2/3/05

Feature Changes:

· Fixed and Variable text increased to 160 characters to match TMC420 UID mods.

· Ability provided to add UID characters to variable text.

· UID Combo box added to the user text editor, text editor, and text tool page to make entering the EOT, RS, and GS easier.

· Verified that special UID chars can be downloaded via Host in Extended and Programmable protocol.

Bug Fixes:

· Fixed some pattern conversion problems when loading older TTP patterns ex: TMP6100/400 Merlin.

· When Home after print is selected we ignore the x/y pattern park settings.   We will park at the home position (homing function) only after parking in the Z and / or Theta is enabled.

· Fixed a bitmap tool bug present in Metric mode only.

V2.00 - 10/27/05

Feature Changes:

· Updated the USB driver and added the disconnect timeout

· Updated host and serial tool interface controls

Bug Fix:

· Fixed a visual editing bug in the 3-point arc where it would disappear in certain quadrants

V2.10 - 4/21/06

Feature Changes:

· TMC090 controller interface had to be modified to accommodate for a driver board change in the TMC090 that affected the programming algorithm for the stepper and solenoid controller firmware.  This version is backward compatible for programming the original driver board firmware.
Bug Fix:

· Fixed a bug that would cause S/N fields that were linked to increment between fields incorrectly

V2.20 - 12/14/06

Feature Changes:

· Added Programmable Protocol message type 'v' to place text in the first user text field with matching length

· Modified Extended Protocol message types '1', 'V' and 'Q' to return current data if a '?' is used

· Added the start header "[)>" to the UID code shortcut options

Bug Fixes:

· Fixed a metric conversion problem in the tool editor anchor jog windows for the "Current" coordinates

· Fixed a metric conversion problem in the custom Z axis parameters for "Resolution" and "Travel"

V2.21 - 2/8/07

Bug Fix:

· Corrected a problem that prevented the TMP3200 & TMP3200A marking head selections from working.
V2.22 - 5/24/07

Bug Fix:

· Modified the block tool to search the default logo directory if a block file cannot be found.  This was done to allow patterns created in the TMP6100/400 Merlin package to load block tools successfully.
V2.23 - 6/27/07

Bug Fix:

· A custom application (software item #60853) forced a change in the TMP6100 marker control.  When the 41184 v2.22 bug fix release came out the necessary provisions for this new version of the control were not made.  These provisions have now been made to allow the Z/Theta auxiliary axes to being enabled once again.

V2.24 - 8/22/07

Bug Fix:

· Modified the way we read the application path from the HKEY_LOCAL_MACHINE registry key to allow multiple user configurations

· Fixed a bug that would cause the system to hang if the F4 key was pressed multiple times while homing auxiliary axes

· Updated the installation utility to install the TMC090 drivers directly to the Windows directories

· Verified that the Belkin USB 2.0 card (F5U219v1) controls a TMC090 with the Windows Vista 32-bit operating system

Version 2.25 - 10/2/07

Bug Fix:

· SERIAL tool could only be added/modified if parse flags were included in the message string

· Added the TMC090LD.INF file to the installation CD for proper USB driver configuration

Version 2.26 - 2/26/08

Bug Fix:

· TMP6100E, TMP1700 and TMP3200 bug in Theta online after Z online (stalls or misses limit)

Version 2.27 - 2/23/09

· Fixed a bug that would cause the pattern SN, print count, and some other members to reset if the pattern failed to load.

· Fixed a bug that would allow the pattern to be printed once more than the PrintCount should allow when in HALT mode, as opposed to WRAP mode.

